m SAFE HOME / LEADSAFE CHARLOTTE
HOUSING ?EI(?}EB%T{?{%IB%T;ERVICES
CHARLOTTE.

BID OPENING CERTIFICATON RECORD
Date of Bid Walk: q /ao / l 8 Due Date: ‘? /& 7 / / 5? HNS

Public Body Estimate

Address PBE Amount PBE -15% +15%

1013 Homestead

Bid Results
Addresses Bidder 1 Bidder 2 Bidder 3 Bidder 4 Bidder 5
Schultz
013Kpwestesd | 52,400
Bid Walk Attendees

This is to certify that bids for the job identified above were publicly opened and read aloud in the Neighborhood & Business Services
Office located at 600 E. Trade Street, Charlotte, NC.

Bids Opened By:” @%ﬂ Bids Recorded By: W
4 e
Witnessed By: Date: ?/52 7///(?

Note: Responsive bids are those which fall within a range of 15% above and 15% below the public body cost estimate. Asa
general rule, the lowest responsive bid is recommended to the property owner for consideration.

NEIGHBORHOOD & BUSINESS SERVICES
http://Charlottenc.gov/HNS | 600 E. Trade Street | Charlotte, NC 28202




Addenda # 2 Dated: Number of Pages:
Project Schedule: Minimum Start Date - upon Issuance of NTP sart cave., goLs
\ —C e
et | BT START : OCk A0
r\g\n\’ Bt Comp!et:on Deadline: (please provide projected completion date with bid submission)
>}Qr\" dake] .
Sodld e Dec. 20
7 \eal
alter b\()
penv_\ﬁ Please Print and Sign:
dave

<D SAFE HOME
— ITY OF CHARLOTTE
CHARLOTTE. HOUSING & NEIGHBORHOOD SERVICES

Company Acknowledgement:

The undersigned, having become thoroughly familiar with the terms, conditions, limitations, and
provisions of the housing improvement work to be performed at 1013 Homestead Glen Blvd
be funded through the City of Charlotte Housing & Neighborhood Services, in addition, having
fully inspected the site in all particulars, hereby proposes and agrees to fully perform the work within
the time stated and in strict accordance with the proposed contract documents including furnishing of
any and all labor and materials, and to do all work required to complete said Work in accordance with
the advised respective contractual, for the sum of money:

All labor, materials, services and equipment necessary for the completion of the Work shown

Wiitten fokdl

Specs Dated: Number of Pages:

Addenda # 1 Dated: ) I 24]; % Number of Pages: T X

Company Name/FlrmSC/@LA ()
ownS
Authorized Representatlve Na § ,/é/f

/705 s 552,400
ollars ]
1 -

Signature: ( Z Date: g}_;7f/y

O
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Work Specification

Prepared By:

City of Charlotte Housing & Neighborhood Setvices
600 E. Trade Street

Charlotte, NC 28202

(704) 336-7600

Property Detalls _

Address: 1013 Homestead Glen Blvd Owner:
Charlotte, NC 28214 Owner Phone:

Structure Type: Single Unit Program{s):

Square Feet; 1260

Year Built: 1949

Property Value: 71900

Tax Parcel: 03101109

Census Tract:
Property Zone: Council District 2

Handrail Install

Install handrall for interior stalrs on one slde of the stairwell to Code.

Bid Cost:

Franéls King
Home: (980) 729-8750

Healthy Homes

Under Code Enforcement
Tested- HAS LEAD

SH FY18 Not Ranked

Floor System Repair

ATTIC
. (&)
/20. &=
X =
Base Quantity Total Cost
BATHROOM - MAIN

Remove all fixtures not built in, Dispose of damaged/unsafe components of floor assembly. Work may include installation of 2"x 8"
joists hung 16" on center, plywood or tongue and groove subfloor. Include replacing all deteriorated band joists and Insulating floor to

code,

***All existing fixtures are to remain. If floor system needs repair under tub, it Is to be completed without removing the tub. Toilet and
vanity are to be removed and replaced. Price for this line item is to include labor to re-install existing fixtures.

Bid Cost:

X = Q.OOC) @

Base

Work Spacification - City of Charlotte Houslng & Nelghborhood Services

Quantity Total Cost

9/24/2018 1
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Work Specification

Grab Bars BATHROOM - MAIN
Install 1 1/2" diameter S/S Grab Bars on 3 walls at helght of 36" (include wood blacking In wall. Each bar must hold 300 pounds).

Owners choice of locations.
Bid Cost: X = ‘ ®< ‘

Base Quantity Total Cost

Prep & Paint Room Elastomeric BATHROOM - MAIN

Remove or cover hardware and accessories not to be painted. Scrape loose, peeling, cracked and blistered areas. Clean oil, grease,
fungus, dirt, and dust from surfaces. Fill holes and cracks. Prime all new materials and spot prime existing with actyilc latex. Top coat
with owner's cholce of low VOC acrylic elastomeric paint. Painting shall Include walls and any associated trim. Replace or uncover
hardware, fixtures and accessories. Any moving of furniture required shall be included.,

**Surfaces to be painted include ALL existing wall finish materials (with the exception of the tub surround) one uniform color,
***Price to also Include the addition of trim where missing among the transition from top of tile board to drywall.

Bid Cost: X = g% —

Base Quantity Total Cost

GFC] Receptacle 20 AMP BATHROOM - MAIN

Install a flush mounted, ground fault clrcult interrupted, duplex receptadle and cover plate. Fish wire and repalir all tear out as needed.

Bid Cost: X = 2-5@ &

Base Quantlty Total Cost '

Resilient Flooring ) . BATHROOM - MAIN

Install 25 year warrantied resillent floor covering per manufacturer's specifications. Include transitions and painted or stained wood
quarter-round at all perimeters to complete installation.

Bid Cost: X = Z200. %
Base Quantity Total Cost

Work Specification - Cily of Charlotte Housing & Neighborhood Services 9/24/2018 2
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Work Specification

Prep & Paint Room Flat BEDROOM

Remove or cover hardware and accessories not to be painted. Scrape loose, peeling, cracked and blistered areas. Clean oil, grease,
fungus, dirt, and dust from surfaces. Fill holes and cracks. Prime ali new materlals and spot prime existing with acrylic latex. Top coat
with owner's cholce of low VOC acrylic FLAT latex, Painting shall include walls and any associated trim with SEMI-GLOSS latex,
Replace or uncover hardware, fixtures and accessories, Any moving of furniture required shall be included,

Bid Cost: X = COOO‘ [

Base Quantity Total Cost

Slab Door Interior BEDROOM

Install an interlor door to exIsting jamb, mortise in hinges and latch. Hole saw for the hardware. Include new hardware, Locking for
bedrooms and bathroom, passage for all othets. Match existing style and finish.

Bid Cost: X = 2 SO. q—:)

Base Quantity Total Cost

Seal and Paint Tile Ceiling BEDROOM
Secure any loose tiles. Prime celling with Kilz or equal staln blocking primer. Paint with ceiling white paint using a spray application.

Bid Cost: X = 65(} .60

Base Quantity Total Cost

Seal and Paint Tile Celling BEDROOM 2

. Secure any loose tiles, Prime ceiling with Kilz or equal stain blocking primer. Paint with ceiling white using a spray application.

Bid Cost: X = %5@ . (jg

Base Quantity Total Cost

Work Specification - City of Charlotte Housing & Neighborhood Services 9/24/2018 3
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Work Specification

Resilient Flooring DEN/OFFICE/STUDY

Instali 25 year warrantled resllient floor covering per manufacturer's specificatlons, Include transitions and painted or stalned wood

quarter-round at all perimeters to complete installation,
0
Bid Cost: X = (0 O@ _—

Base Quantity Total Cost

Seal and Paint Tile Ceiling DEN/OFFICE/STUDY

Secure any loose tiles. Prime celling with Kilz or equal staln blocking primer. Paint with ceiling white paint using a spray application.

Bid Cost: X = 356 . Qf(—)‘)\

Base Quantity Total Cost

Vinyl Window EXTERIOR Exterior

Dispose of window units and any security bars. Field measure, order and install new Energy Star rated vinyl, double glazed LOW- E
windows including half screens. Insulate rough opening. Install new extension jambs, casing and sill as needed, prime and paint.
Exterior trim to be wrapped in PVC coated aluminum coil as needed. Repalr all areas disturbed by removal and installation. This
installation is to Include repalring any damaged header, framing (to include king studs, Jack studs etc.) sub-floor, floor joists, band
joists and sill,

**\Window count Is for all ground floor windows, and does NOT include aluminum windows in the laundry room, nor the attic windows,
Count here is for (7) windows, .

***Some windows are on the lead scope, and some are not. Notes from risk assessor state that all windows are coated with lead-
containing paint,

*+(1) window on the rear face of the home has sashes listed on the lead scope - Window D1 in the dining room. That window
replacement IS INCLUDED in this window count, Be advised that the sashes have lead.

x - 2,800 %

Base Quantity Total Cost

Work Specification - Clty of Charlotte Housing & Neighborhood Services 9/24/2018 4
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Work Specification

Tear Off & Reroof Shingles EXTERIOR Exterior

Remove and dispose of existing roofing, inspact and repair roof deck (include 96 sq,ft. of decking replacement in bid) and install new
30 year architectural shingles. Include ice and water shield at all roof edges, felt paper, shingle over ridge vent, boots, flashing and all
necessary accessorles,

Bid Cost: X = LO 600 ¢ Q‘(‘?\

Base Quantity Total Cost

Prep & Paint Exterior Surfaces EXTERIOR Exterior

Prep and paint all exterlor painted surfaces. Properly dispose all loose materials. Secure or replace all loose, broken, rotted or
deteriorated materials. Caulk and fill all cracks, voids, holes, etc. prior to applying 25-year or better Low VOC paint. Owners choice of
color. All work to be done In a neat & professional manner, Use care to protect alt surfaces hot intended for paint coverage.
***Surfaces to be painted include all exterior slding. Fascia, soffit, crown molding, and trim are on the lead scope and not to be

included in this price,
_ o0
Bid Cost: X = 2_ 5(:@ «
Base Quantity Total Cost

Ashestos Siding - Repair EXTERIOR Exterior

Raplace missing or deteriorated asbestos siding with fiber cement equivalent. Use best practices to ensure safety of occupants and

workers.
OO
Bid Cost: X = L{ 50 L

Base Quantity Total Cost

Exterior Steps and Landing Replace ~ Rear Exit

EXTERIOR Exterior
Replace existing wood steps, stringers, and landing to Code, New treads shall be two 2" x 8" spaced 1/2" apart, and have 2" 12"

stringers. Landing shall be at least 36" in length in the direction of travel. Waooden handrails should include pickets installed to Code.
Entire stair system should be constructed using pressure-treated lumber,

N w : Bid Cost: X = 700®
h 4

Base Quantity Total Cost

Work Speclflcation - City of Charlotte Housing & Nelghborhood Services 9/24/2018 5
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Work Specification

Install Guards and Handrails - Front Porch EXTERIOR Exterior

install black wrought iron or aluminum Code approved guard rails and hand ralls to service new steps. Existing wrought iron support
columns are to remain,

Bid Cost: X = r)OOe ’OQ“

Base . Quantity Total Cost

Demolish Exterior Steps and Handrails - Front Porch EXTERIOR Exterior

Remove existing steps and handralls that service the right side of the front porch. Dispose of properly.

CO

Bid Cost: X = l ‘SC) —
Base Quantity Total Cost

Crawl Space Access Door EXTERIOR Exterior

Install a 3/4" pressure treated plywood access door in a 2" x 4" pressure treated frame. Provide galvanized iron hinges and hasp.

Bld Cost: X - \50. —

Base Quantity Total Cost

Foundation Vent Screen EXTERIOR Exterior

Replace foundation vent housing with heavy duty galvanized steel screening.

***Contractor to verlfy numbet of vents,
Bid Cost: X = \ OQ :..—~

Base Quantity Total Cost

Work Specification - City of Charlotte Housing & Neighborhood Services 9/24/2018 6
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Work Specification

Exterlor Steps Replace EXTERIOR

Replace existing block steps with wood steps and stringers to Code. New treads shall be two 2" x 6" spaced 1/2" apart, and have 2" x
12" stringers,
***Rallings are included in line item price for metal guard and hand rail line item for front porch.

Bid Cost: X = CD SC) 6.,(._)

Base Quantity Total Cost

£t

Heat Pump - New Installation GENERAL REQUIREMENTS

Install an Energy Star rated 14 SEER or higher heat pump compatible with the indoor unit, Support unit on a level concrete pad with a
minimum of 3' clearance around coll. Relnsulates bare areas of refrigerant piping. Properly dispose of existing unit.
***Price should include all extra costs necessary for a new instaliation (vs a replacement).

Bid Cost: X = r?]h \ OG 0"9

Base Quantity Total Cost

Electrlc Service 200 AMP GENERAL REQUIREMENTS

Replace electrical service with new 200 amp, main disconnect, 110/220 volt, 24 clrcult panel board, meter socket, weather head,
service cable, ground rods and cable. Include replacement of all sub-panels. Caulk exterior service penetration.

Bid Cost: X = 2’/ gm =

Base Quantity Totai Cost

Comblnation CO / Smoke Detector Hard Wired GENERAL REQUIREMENTS
Install a hard wired combinatioh carbon monoxide and smoke detector with battery back up.

fol6)
Bid Cost: X = 25@ ¢

Base Quantity Total Cost

Smoke Detector Hard Wired GENERAL REQUIREMENTS

Install UL approved, interconnected, celling mounted smoke and heat detectors permanently wired into a receptacle boxes with
battery backups in bedrooms and outside of sleeping areas.
***Count Is for (2) detectors.

" O
Bid Cost: X = 6OC> o

Base Quantity Total Cost

Work Specification - City of Charlotte Housing & Neighborhood Services 9/24/2018 7
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Work Specification
Portable Toilet GENERAL REQUIREMENTS

Provide temporary tollet facilities from job start until approval of permanent facllities.

Bid Cost: X = 20@ . D.—C);

Base Quantity Total Cost

Permits Required GENERAL REQUIREMENTS

The contractor is responsible obtaining and paying for all permits required. Sald permits shall include all items in this scope of work.

Bid Cost: X = CO 50 QQ

Base Quantity Total Cost

Dumpster GENERAL REQUIREMENTS

After procuring all required permits, place AS MANY roli-off dumpsters as needed without damaging the site, Collect construction
debris using dust control methods. Remove dumpster and repair any evidence of the dumpsters use. Contractor may haul debris

away daily using dump trallers.
Bid Cost: X = (Q OO —

Base Quantity Total Cost

See Attached Lead Scope GENERAL REQUIREMENTS

All work shall be performed In accordance with applicable regulations and shall meet all applicable buflding codes. Bullding permits
will be obtained as appropriate. Mecklenburg County requires building permits for Lead Hazard Reduction if the work Involves

aC“V“ieS Subjth to pel”l“ﬂng Undel genela| COndUCtS.
m
Bld Cost: )( - ; ;' 2

Base Quantity Total Cost

Removal of Existing Kerosene Furnace Unit GENERAL REQUIREMENTS
Remove furnace unit. Properly terminate connection to fuel tank and properly dispose of unit. Wark includes wall repalr and finish

work to close up opaning from flue connection.
Bid Cost: X = Z-OO‘ -

Base Quantity Total Cost

Replace/install Duct Work System ' ’ GENERAL REQUIREMENTS

Install new duct work and supply mixing box plenum. Ensure system is propetly supported from ground (supply, return, and fiex.) Duct
work shall be R-8 and mastic sealed.

**Drica to include replacing register covers throughout house.

*+Currently, there is no duct work instafled in the home, so there is no heed to inciude in your price for existing duct removal,

Bid Cost: X = qw N

Base Quantity Total Cost

Work Specification - City of Charlotte Housing & Neighborhcod Services 9/24/2018 8
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Work Specification

Resilient Flooring HALL

Install 25 year warrantled resilient floor covering per manufacturer's specifications. Include translitions and painted or stalned weod

quarter-round at all perimsters to complete installation.
Bid Cost: X = %CY.)& f—

Base Quantity Total Cost

Seal and Paint Tile Ceiling HALL

Secure any loose tiles. Prime celling with Kliz or equal stain blocking primer. Paint with ceiling white paint using a spray application.

Bid Cost: X = & O(() w

Base Quantity Total Cost

Resillient Flooring KITCHEN

Install 25 year warrantied resilient floor covering per manufacturer's specifications. Include transitions and painted or stained wood

quarter-round at all perimeters to complete installation.
Bid Cost: X = ’750 «

Base Quantity Total Cost

Seal and Paint Tile Ceiling KITCHEN
© Secure any loose tiles. Prime celling with Kilz or equal stain blocking primer. Paint with celling white paint using a spray application.

Bid Cost: X = q O@ QQ

Base Qdantity Total Cost

Work Spacification - City of Charlotte Housing & Neighbarhood Services 9/24/2018 9
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Work Specification

Door Hardware Interior - Pantry ' KITCHEN
Replace Interior door hardware with finish to match existing house hardware,

DO, X

Bid Cost: X =
Base Quantity Total Cost
Laundry Draln Connection LAUNDRY
install drain line to service laundry area from the roof vent pipe(s) through the foundation wall to include a main clean out outside to
Code. ’
v OO
Bid Cost: X = Q:DO LT
Base Quantity Total Cost
Band Joist and Sill Replacement LAUNDRY / UTILITY

Remove and replace decayed/damaged band joist and sill to Code. Remove all deterlorated wood framing members prior to
replacement, and reattach or replace affected floor Jolsts as necessary.

- Bid Cost: X {{) ] (000 QQ

Base Quantity Total Cost

Celling Tlle Replacement LIVING ROOM

Replace missing or damaged tlles with appropriate acoustic ceiling tile to match existing as close as possible.

« OO
Bid Cost: X = l@@ T

Base Quantity Total Cost

Seal and Paint Tile Ceiling LIVING ROOM
Secure any loose tiles. Prime celling with Kilz or equal stain blocking primer. Paint with celling white paint using a spray application.

: Bid Cost: X = qOO. @

Base Quantity Total Cost

Work Speclfication - City of Chatlofte Housing & Neighborhood Services 9/24/2018 10




ko |

Work Specification

Floor System Repair LIVING ROOM

Dispose of damaged/unsafe components of floor assembly. Work may Include instaltation of 2°x 8" joists hung 16" on center,
plywood or tongus and groove subfloor, Work could also include installation of masonry plers if necessary. Include replacing all
deteriorated band joists and/or affected girders and insulating floor to code.

**\Work here includes repalr to failing girder under wall shared by living room and bedroom, and also the band joist along the front
porch slab.

Bid Cost: X = C}(: gO(r)« Q(:‘)‘

Base Quantity Total Cost

Resllient Flooring LIVING ROOM

Install 25 year warrantied resilient floor covering per manufacturer's specifications. Include transitions and painted or stained woaod

quarter-round at ali perimeters to complete installation.
cOo
Bid Cost: X = O‘ 6@ ¢ =

Base Quantity Total Cost

Certification

cmseone 2l s oo 59,400, 8
Signature: 4/ Date: Of . CQ(O o fz/;

Work Spaclfication - City of Charlotte Houslng & Nelghborhood Services 9/24/2018 11
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LEAD ABATEMENT SCOPE OF WORK

& INSTRUCTIONS TO BIDDERS 3-Aug-18
Address . 1013 Homastead Glen Blvd
Complete the following scope of work:
ltem il Feature Mathod Number Cost Per unit COST

Slde A through 8ide D - white wood fasclas, soffils,
crown moldings and tim boards Including Side A porch,
1|EXCEPT outside of the Room 7 addilion Scrape looas palmt and re-paint, 1

Window A1 and Window A2 - white wood window
casings, haaders, slils and wells (Note: the remalnder of
the exterlor window componenls on Side A (hrough Side
D are coatad with lead-containing paint and likely coated
with lead based palnt at one lime, Many of the windows [Replace windows (all componenis) and wrap any
have been recently scraped and re-palnted; newer palnt jcomponents that may remaln in Tyvek and

2|chips and sorapings exlst along drlp line, aluminum or vinyl, ) 2
Slids A Porah - white wood porah celling, crown

3|moldings, celling support beams and {im boards Sorape loose palnt and re-paint, 1
Door A1 {to Roorn 1) - white wood door caslngs, header, ’

4|lambs, stops and thresholds Scrape loose painl and re-palnl, i
Slde A and Slde C - white woad allio alr vents and

5|lramss Sorape loose palnt and re-palnt, 2

6|Slda A through Side D - paint chips along drip line Remova paint chips. i

Replace windows (all componenits) and wrap any
componenls that may remsln In Tyvek and

Room 2 - Badroom 1 < Window A1 and Window B1 - aluminum or vinyl, ***NOTE:, Window A1 Is .
7iwhite wood window sashes balng replaced In line {lem 2 above, , i

Replace windows (all componenls) and wrap any
Room 3 ~ Bath - Window 84 - whits wood window components that may remaln In Tyvek and
8|sashes aluminum or vinyl. 1

Room 7 - Mud Room - Window A1 - while wood window |Remove window and complete openlng as

9|oasings, header, slll, sashes and wall {former extarior)  |Insulated wall, C1
Room ¢ - Dinlng Reom - Window D1 - white wood *“*Window (all compenents) Is to ba replaced

10]window sashes and [s Included on the rehab scope, 0
Complete specialized clsaning throughotit the

11{Elevealed Interlor Lead Dust Levels Interfor of the holise. 1

Total
¥ ,S00.

Contractors may submit an occupant protection plan on tha form providad,
NOTES:

1 Complete all Interlor work In @ unit In & single day.

2 Allow for replacament of 50 board feet of rotted wood,

3 Unless otherwlse noted any window or door removal and replacement
includes frame and trim on both sides,

4 in lleu of complate removal, window frames may ba enclosed with vinyl on
exterlor In accordance with alt project manual requirements,

5 Contact Jim Roy to conduct inspections prior to repatnting or other putback and
after vinyl slding Installation.

6 Windows belng placed In a bathroom need to be tempered glass,

Total Bld
Acknowledgement of Addenda {If any):
Addendumii Date

The undersigned contractor agrees ta perform the scope of work for the Indlcated
fea In accordance with applicable regulations and the project manual, The
undersigned also certifies that the work will ba completed within 60 days of award,
Signature of authorlzed contractor representative '

Contractor Submlitting Bid:

Address!

Phonet
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